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LM series
Skid Mounted Trailered Sprayers
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LM Sprayers are ideal for lawn care business,
commercial landscaping, municipalities, cemeteries or school
districts with fixed budgets.

Available in 150 to 300 gallons with a choice of low, medium
or high pressure pump systems with manual start gas engines.

Base units (tank, skid,
pump, engine and spray
gun) can grow as your
spraying needs grow ...
add a boom assembly,
hose reel or additional
spray gun kit with a
choice of 100, 200 or
300 ft. of hose.

Skid Mount

Shown is standard skidded unit with optional bolt on
trailer, tires, hose reel, boom assembly and jackstand.
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LM (skidded) Specifications

CENTRIFUGAL PUMP UNITS
Order No. 	 Tanks/Mat’l/Design 	 Pump Series/GPM&PSI 	 Briggs Engine 	 Standard Features
M-TP150CH 	 150 gal./poly
M-TP200CH 	 200 gal./poly	 Hypro Centrifugal 	 5 h.p. 	 Jet agitation
M-TP300CH 	 300 gal./poly	 100 gpm/70 psi max. 	 manual 	 gun & hose

* Honda 5.5 h.p. engine optional

ROLLER PUMP UNITS
Order No. 	 Tanks/Mat’l/Design 	 Pump Series/GPM&PSI 	 Briggs Engine 	 Standard Features
M-TP150RH 	 150 gal./poly
M-TP200RH 	 200 gal./poly	 Roller/6500C 	 3.5 h.p. 	 By-pass agitation
M-TP300RH 	 300 gal./poly	 22 gpm/300 psi max. 	 manual 	 gun & hose

* Silver Series XL roller pump optional

DIAPHRAGM PUMP UNITS
Order No. 	 Tanks/Mat’l/Design 	 Pump Series/GPM&PSI 	 Briggs Engine 	 Standard Features
M-TP150DH 	 150 gal./poly
M-TP200DH 	 200 gal./poly	 Diaphragm/D30 	 5 h.p. 	 By-pass agitation
M-TP300DH 	 300 gal./poly	 8.45 gpm/550 psi max. 	 manual 	 gun & hose

* Honda 5 h.p. engine optional

Add Accessories To Your LM Sprayer:

AccuSpeed Walk Boom with Drift Kit option.

For more information, contact:
Broyhill Company - Dakota City NE 68731

One North Market Square, Box 475
Phone: 402.987.3412     FAX: 402.987.3601

Sales Order Placement: 800.228.1003, ext. 134
www.Broyhill.com     E-MAIL: sales@broyhill.com
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• Bolt on trailer assembly and jackstand to convert your 
skidded unit to a trailered unit.

• 15 or 21 ft. vari-spacing boom assembly with a choice of 8 
way manual or electric valve 
boom control.

• Live pressure hose reel and 
mounting bracket.

• Spray gun kits with a choice of 
100, 200 or 300 ft. of hose.

• AccuSpeed walk boom.
• Boomless nozzle.


